APPLIANCE VENTING
AND SUPPORT

CITY OF BELMONT 2001 CMC 804.0

| COMMUNITY DEVELOPMENT
PERMIT CENTER

LISTED SINGLE-WALL STARTER PLATE
TYPE B VENTS

/ SHEET IRON

POSITIONING
TABS

POSITIONING
ASBESTOS.CEMENT DISC TABS
CEMENTED-IN BASE OF TEE

TYPICAL SUPPORT DETAILS

—

;‘ng‘,s”}zg’;g%@mggs ANGLE IRON AND LIGHT STRAPPING
11/,- OR 3-INCH (38 mm or 76 mm) OR RISER CLAMPS OF HANGER IRON
CLEARANCE TO COMBUSTIBLE CAN BE USED IN VARIOUS WAYS FOR
CONSTRUCTION. SUPPORTING THE VENT

LISTED CEMENT-ASBESTOS VENT CAN BE SUPPOR
AND BRACED AT ANY POINT ALONG THE LENGTH
OF THE VENT AND AT FITTINGS AND COUPLINGS

WHEN SUPPORTING VENT, MINIMUM

WHEN BASE OF VENT EXTENDS TO
CLEARANCES MUST BE OBSERVED

GROUND, IT SHALL BE SUPPORTED
ON 2" (51 mm) OF SOLID MASONRY
OR CONCRETE.

TYPICAL DETAILS FOR SUPPORT OF SINGLE-WALL NONMETALLIC TYPE B VENTS
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